
laservision USA, 595 Phalen Blvd., Saint Paul, MN 55130  |  Phone: 800-393-5565  |  Fax: 651-357-1830  |  info@lasersafety.com  |  lasersafety.com
©2017 Laservision USA, LP. All Rights Reserved.

Authorized Laservision Signature	 Date

® Standard Product Specification
 Medical Laser Safety

02/21/22   |   Revision: D

F04.P5IPLH.5000

IPL Eyewear - Pulse (Clear)

Frame Specifications

•  Patented auto-darkening technology
•  Glare reduction factor 9 in Protection Mode
•  �Switching Time (light to dark): 0.1ms
•  �Switching Time (dark to light): 50 ms
•  �Rechargeable battery (USB-C cord included)

IPL Auto Darkening Protection

Advanced Pulse technology that automatically 
darkens with IPL flash to protect your eyes, 
eliminate eye strain, and prevent headaches.

Rechargeable Battery

When charging is necessary, the low battery 
warning light blinks red every 5 seconds. 
Recharge with USB-C cord, as shown, for 
150+ hours of working time.
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Pulse Frame Specifications

Lens Width 48 mm

Lens Height 35 mm

Distance Between Lenses 30 mm

Frame Height 60 mm

Frame Length 120 - 140 mm

Frame Width 154 mm

Temple Length 110 - 125 mm

Shirley Gibbons (Feb 22, 2022 06:31 CST)
Shirley Gibbons 22/02/2022

https://eu2.documents.adobe.com/verifier?tx=CBJCHBCAABAAcFhHLLBh8obXmnkGTBI4zVEXmUpu-IYG

		2022-02-24T09:27:21-0800
	Agreement certified by Adobe Sign




